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SUPPORTING MATERIALS FOR BMP 6-10.b 
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SUPPORTING MATERIALS FOR BMP 6-10.c 
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STORM DRAIN SYSTEM INSPECTION AND MAINTENANCE 

INFORMATION 
 
 
 

Describe the City’s storm drain system inspection and maintenance program, including such things 
as: 

• Procedures used to identify any structures in need of immediate repair to maintain structural 
integrity 

• What parameters are used by field crews to determine when inlets and catch basins have 
become 40% full of accumulated trash, or debris is more than four inches deep, so that they can 
be cleaned as needed to meet this minimum standard 

• What is done to ensure that catch basins and inlets are stenciled and re-stenciled as necessary 

• What procedures are in place to ensure that inspections are conducted more frequently during 
the wet season for problem areas where sediment or trash accumulates more often.  

 

The inside of every storm drain box culvert is inspected and cleaned within the City of Seaside once a year. If 
the crew sees that there are more than a few inches of sand in the pipe leading into the storm drain box, the crew 
will flush and vacuum the line. If they continue to get sand, rocks, etc…they will video the line to see if the 
pipe has any deficiencies in it. The City of Seaside does not have a numbering system for each storm drain box, 
but the crews do carry a map and check the boxes off the map as they are cleaned. Ms. Sidenstecker (the 
MRSWMP Stenciling Coordinator) goes around with groups of volunteers and stencils the storm drain inlets as 
needed. Prior to rain, during rains and after rains, the city has two to three crews that go around every storm 
drain inlet and clean the debris off the tops of the storm drains, to keep the debris out of the drains and also to 
allow the water to flow in with out backing up and causing flooding.   
 
 
Does the City keep accurate logs of the number of catch basins cleaned?   

 
  Yes       No   If no, explain: A map is marked during the cleaning process, which serves as a record of the 

catch basins that were cleaned.  However, no “log” of the number cleaned is kept, because the City of Seaside 
does not have a numbering system set up for the storm drain system.  
 

 

Is the amount of waste collected recorded? 

 
  Yes       No   If no, explain: (Note:  Recording the weight of waste collected was commenced in the 

summer of 2007.) 
 
Are wastes collected from cleaning activities of the drainage system stored in appropriate containers or 
temporary storage sites in a manner that prevents discharge to the storm drain? 

 
  Yes       No   If no, explain: _____________________________________________________________ 
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Are the wastes dewatered, with outflow into the sanitary sewer, and is collected debris properly disposed 
of at a landfill?   

 
  Yes       No   If no, explain: _____________________________________________________________ 

 
 
Are reaches of the storm drain system with drainage problems regularly cleaned or flushed to keep the 
pipe clear of excessive buildup? 

 
  Yes       No   If no, explain: _____________________________________________________________ 
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