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The Rancho Cañada Village Pattern Book illustrates and defines the basic parameters of all
private development in Rancho Cañada Village. The Pattern Book defines appropriate architectural styles as well as traditional zoning criteria for height, setbacks, and parking. Upon
adoption of the Rancho Cañada Village Specific Plan, the Pattern Book will establish the development standards and land use designations. It will become part of the administrative document governing Rancho Cañada Village.
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introduction

Overview

View of Carmel Valley over the Golf Course

Rancho Cañada Clubhouse

Landscape precedent

Monterey Revival precedent

Carmel Valley Farmhouse precedent

Central Coast Craftsman windows

Central Coast Craftsman precedent

Carmel Valley Farmhouse precedent

f or n e a r ly 2 0 0 y e a r s , pattern books have been a valuable reference

residents.

a

vide neighborhood-based active and passive recreational amenities for

that will make the community pedestrian- and bike-friendly. Parks will pro-

1

sizes, the Community Patterns guidelines provide for sidewalks and bike lanes

In addition to ensuring that the neighborhood contains a range of house

which provides guidelines for individual landscaping on lots.

lines for the prescribed architectural styles; and the Landscape Patterns section

lot types; the Architectural Patterns section which establishes design guide-

Patterns section which sets standards for how buildings are sited on the various

The RCVPB contains four sections: this Introduction; the Community

the local landscape.

the total houses built on the site) – all in a manner that respects the qualities of

ment of a substantial amount of Workforce and Affordable Housing (50% of

full spectrum of attractive housing opportunities while ensuring the develop-

ples for the new community of Rancho Cañada Village are aimed at creating a

Valley and Monterey County. Drawing on these precedents, the design princi-

documentation by the development team of regional precedents in Carmel

design guidelines contained in the RCVPB are based on extensive research and

intended neighborhood character, house designs, and landscape elements. The

lage presented within the RCVPB establish minimum standards for the

The vision and general guidelines for development at Rancho Cañada Vil-

dential neighborhood.

(RCVPB) draws on this technique to create a design palette for this new resi-

without the aid of an architect. The Rancho Cañada Village Pattern Book

churches, civic buildings, and garden structures, often in remote locations

for builders and homeowners throughout the United States in building houses,
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introduction

Overview

Missions Ranch

Santa Lucia Preserve

Central Coast Craftsman precedent

Carmel Mission

Three architectural styles have been selected for Rancho Cañada Village:

serve as the basis for design review and implementation.

a

2

The RCVPB is part of the Rancho Cañada Village Specific Plan and will

sible landscaping choices on the part of homeowners.

to foster an indigenous character as well as to provide environmentally respon-

non-environmentally sensitive species. Native species are strongly encouraged

prohibited plant species intended to protect against the use of invasive and

guidelines for standard hardscape materials, permitted upgrades, and a list of

lot landscaping is addressed in the Landscape Patterns section which contains

ronment and nearly half of the site is retained as a habitat preserve. Individual

prairie. The development plan respects, as much as possible, this natural envi-

surroundings that include the Carmel River, riparian woodland, and coastal

The community has been designed in a distinct, compact form situated in

Cañada Village.

builders, and homebuyers examples for personalizing a new home at Rancho

of just a few of the design possibilities. This kit of parts affords architects,

lar style, its basic massing and composition, materials, colors, and illustrations

these styles, including a description of the history and character of the particu-

The Architectural Patterns section provides information regarding each of

Central Coast Craftsman, Carmel Valley Farmhouse, and Monterey Revival.

© 2005 ur ban de sign asso ciate s

introduction

The Townscape of Rancho Cañada Village

View of houses fronting the golf course

Valley Middle School adjacent to the property.

a

to the Rio Road extension. Trail access will also be provided to the Carmel

3

Golf Club will be dedicated for trail access across the Carmel River connecting

development and one of the existing bridges on the adjacent Rancho Cañada

tunities for residents. A public trail will flank the southern boundary of the

serve, providing both natural beauty and passive and active recreational oppor-

Half of the neighborhood will be dedicated to parks and a habitat pre-

new neighborhood.

ties throughout the Monterey Peninsula, enhancing the market appeal of this

throughout the Carmel Valley, Carmel, and other highly respected communi-

character will reflect the most desirable styles of vernacular architecture found

elements will add distinctive qualities to the village. The essential architectural

The design of the houses as well as the use of native plants and landscape

shopping centers serving the area.

work. In addition, the village will be within walking distance of two primary

of the Carmel Unified School District to live in the community in which they

will help make it possible for people who are employed within the boundaries

balanced mix of Affordable and Workforce housing with market rate housing

of different house types into a fine-grained network of streets and blocks. The

toric American settlements. Compact in form, development will nestle a mix

ra n c ho c a ñ a da v i l l ag e i s de s i g n e d in the tradition of his-

Rancho Cañada Village Tomorrow
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Typical massing pieces for houses in Rancho Cañada
Village include the main body, the porch, side or rear
wings, and outbuildings. The basic mass of the house
will determine the general location of the programmatic
elements. Each architectural style – Central Coast
Craftsman, Carmel Valley Farmhouse, and Monterey
Revival (refer to the Architectural Patterns section) – has
its own page that describes the basic massing types for
that style based on regional precedents. The roof types
are part of this overall massing decision.

Step 2 Identify the shape and size of the house.

Illustrative house elevations

Illustrative porch
elevation

A sample California
House plan

introduction

Illustrative window
and door placement
diagram

Refer to the Landscape Patterns section for guidance
regarding the selection of landscape elements.

Step 4 Enhance the house with attention to the
landscaping.

Elevation drawings composed using elements described
in the RCVPB can be found on the last page of each
style in the Architectural Patterns section. These elevations illustrate a sampling of the multiple design possibilities that can be achieved using the pattern book.
These pages also provide a list of acceptable materials
from which to choose.

Step 3 Consider the design possibilities and choose
appropriate materials.

How To Use This Pattern Book

Illustrative main
body massing

A typical Cottage lot
diagram

Match the proposed lot dimensions to the lot type
descriptions in the Community Patterns section. The lot
descriptions include the required minimum setbacks for
the front, side, and rear yards for each lot type.

Step 1 Select the lot type.

The Pattern Book is designed to be used in the following four-step process.

The Rancho Cañada Village Pattern Book will guide the
development of the community. Three key aspects of
house and lot design are addressed:
· Community Patterns define the lotting patterns for the
neighborhoods;
· Architectural Patterns establish the three architectural
styles for the community, illustrate neighborhood
character, and define the standard elements; and
· Landscape Patterns establish the minimum landscape
standards for the community, permissible upgrades,
and prohibited plant species.

How To Use This Pattern Book

Illustrative garden landscaping

a

4
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community patterns

Overview

Design Review of the Rancho Cañada Village Specific Plan.

b

entity designated by the developer per the process specified in Section 6.2

All housing designs and site plans must be reviewed and approved by the

maintained.

called for in the Rancho Cañada Village Specific Plan is implemented and

meant to ensure that the diversity and character of Rancho Cañada Village

guidelines were developed as part of the master planning process and are

1

ments for placing houses and buildings on specific sites within the plan. These

t h e c om mu n i t y pat t e r n s s e c t i on contains specific require-

Community Patterns Overview
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Valley Lots

community patterns

Lot Types

Meadow Lots

Townhouse Lots

Cottage Lots

Preserve Lots

general conditions for each of the lot types are presented.

b

borhood. Following the description of setback requirements (on the next page),

2

to the single-family lots, multi-family buildings have been included in the neigh-

cars and driveways. Lot types are mixed throughout the community. In addition

parking pad – with continuous front yard landscaping uninterrupted by parked

of these lots have rear lane accessed parking–either a garage, carport, or paved

types include Townhouse, Cottage, Meadow, Valley, and Preserve Lots. Most

and locations ranging from 18 feet to approximately 55 feet wide. These lot

ra n c ho c a ñ a da v i l l ag e of f e r s a va r i e t y of lot types

Lot Types
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community patterns

Setback Requirements

Illustrative plan

b

3

Side Street Facade Zone
Side Street Setback Line
Side Street Setback Zone

Private Zone

Side Yard Setback Line
Side Yard Setback Zone

Rear Lane Setback Line
Rear Lane Setback Zone

Setback Zone is the area between the
Front Yard Setback Line and the front
property line. Porches and bay windows
can project into the Front Yard Setback
Zone.
On corner lots, a Side Street Setback Zone is established adjacent to the
cross street. Its dimension is established
in the Community Patterns and is measured from the side street right-of-way
to the Side Street Setback Line. The
primary side elevation should be placed
within the Side Street Facade Zone,
which is described in the general conditions for each lot type.
The Rear Yard Setback Zone defines
the minimum distance from the rear
property line to the Rear Yard Setback
Line. The Rear Yard Setback Line
establishes a minimum setback for
garages and side wings.

The street-facing facades of Rancho Cañada Village houses will be placed in the Front and Side Street
Facade Zones as shown above and throughout the Community Patterns section.

Front Yard Setback Zone

Front Yard Setback Line

Front Facade Zone

The Private Zone is the buildable portion of the lot excluding the required
setbacks and the Front and Side Street
Facade Zones.
Each lot has a series of setback lines
that define a minimum yard between
houses, streets, and rear lanes. There are
also zones within which the house shall
be placed. The Front Facade (the front
elevation of the house, including the
porch or bays, which face the street or
paseo on which the house has its
address) shall be placed within the Front
Facade Zone described in the general
conditions for each lot type. The Front
Facade Zone is always the shorter
dimension of the lot versus the side
which is always oriented along the
longer property line. The Front Facade
Zone is set back from the front property
line at a distance defined by the Front
Yard Setback Line. The Front Yard

Setback Requirements
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community patterns

Houses on Lots

Gable L with Hip
Roof House

Front Gable House

Side Gable House

The Main Body is the largest and most visible
element with the most specific design requirements. Side or rear wings, porches, and outbuildings provide a menu of options for the
homebuilder.

Illustrative Main Body Massing Types

Elements of the Rancho Cañada Village House

Simple, dignified massing with porches and rear
wings added.

Porch

Rear Wing

A Rancho Cañada Village House

Main Body

Gable L House

The principle elevations of the Rancho Cañada
Village house are facades facing streets and lanes.
These are the only facades that require full-wrap
architecture.

Key Facades of the Rancho Cañada Village House

two stories high and are connected to
the Main Body. These optional additions
are smaller than the Main Body and are
set back from the front facade.

Side or Rear Wings, which are one or

The Main Body of the house, which is
the principal mass and includes the front
door.

Rancho Cañada Village houses include
the following principal elements:

Principal Elements

b

4

Outbuildings are optional structures
that include carports, detached garages,
storage buildings, and carriage houses.

Porches create exterior living space. Possibilities include full-facade front
porches, wraparound porches, porticos,
and side porches. Some architectural
styles also have inset porches.

mum of three feet back from the corner of the house.

Facades illustration at left). The material transition point should be a mini-

except those facing a neighboring house on an adjoining property (see the Key

sistent style and trim elements on all facades) is required on all elevations

streets and lanes. Full-wrap architecture (the use of a single material and con-

The patterns described in this book apply primarily to facades facing

increase the internal space.

by the character and shape of the Main Body and Wings that are added to

regional house types with style elements applied. The house types are defined

The houses, based on the vernacular architecture of Monterey County, use

all shared elements that form the public realm.

street, the size and placement of the house on the lot, and the front porch are

the adjacent houses. The landscaping of the front yard, the setbacks from the

most public and must be responsive to the character of the neighborhood and

In this traditional neighborhood, the front portion of the house is the

door.

the individual composition of the private realm behind the porch or front

neighborhood. The houses will define the character of the space and reflect

ra n c ho c a ñ a da v i l l ag e houses will create the backdrop for the

Key Components of the House
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Private Zone

A minimum five-foot setback from the
side street property line to the house.
The side street facade may be located
anywhere within the adjacent five-footdeep Side Street Facade Zone.

Side Street Facade Zone

community patterns

Townhouse Lots

Minimum five-foot setback from the
front property line to the house. The
front facade of the house may be located
anywhere within the adjacent ten-footdeep Front Facade Zone.

Side Street Setback/

Since the houses are attached, there is no
required side yard setback. See Side Street
Setback requirements for regulations concerning corner units.

Attached Townhouse lots range from
approximately 18 to 30 feet wide by a
minimum of 80 feet deep.

Front Yard Setback/
Front Facade Zone

Side Yard Setback

Lot Size

Garages shall be set back a minimum of
five feet as required under Rear Yard
Setbacks. If the design includes a parking pad, garages shall be set back a minimum of 18 feet from the rear lane
right-of-way. A minimum of two parking spaces per unit is required.

All structures shall be set back a minimum of five feet from the rear property
line.

Porches and bay windows may encroach
up to two feet into both the Front Yard
and Side Street Setback Zones.

Encroachments

Garage Requirements

Rear Yard Setback

Illustrative plan of townhouse placement on the lot

Townhouse Lots – General Conditions

Plan of townhouse zones and setbacks

Front Yard Setback
Zone

Side Street Setback
Zone

Side Street Facade
Zone

10'

5'

5'

Front Facade Zone

5' 5'

Rear Yard Setback
Zone

Front yard fences are a permitted
upgrade. Rear and side yard fences are
required for privacy. For additional
fencing guidelines, see the Landscape
Patterns section page D11 in this Pattern Book.

Fencing Recommendations

b
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5'

10'

4' 4'

10'

5'

Front Yard Setback
Zone

Side Street Facade
Zone
Side Street Setback
Zone
Front Facade Zone

Side Yard Setback
Zone
Landscape Easement
Private Zone

community patterns

Cottage Lots

Minimum five-foot setback from the
front property line to the house. The
front facade of the house may be located
anywhere within the adjacent ten-footdeep Front Facade Zone.

Cottage houses are designed to be sideyard houses where private open space
occurs between units. A side yard landscape easement shall be used to create
functional outdoor space (shown
hatched). The landscape easement shall
begin at the rear of the Front Facade
Zone. Only ground floor clerestory windows are permitted facing neighbors’
outdoor space/easement.

Landscape Easement

Minimum four-foot setback from the
side property line.

Cottage lots are approximately 30 feet
wide by a minimum of 80 feet deep. Corner lots are approximately 35 feet wide.

Front Yard Setback/
Front Facade Zone

Side Yard Setback

Lot Size

Cottage Lots – General Conditions

Plan of Cottage zones and setbacks

5'

Rear Yard Setback
Zone

All structures shall be set back a minimum of five feet from the rear property
line.

Rear Yard Setback

Minimum five-foot setback from the
side street property line to the house.
The side street facade may be located
anywhere within the adjacent ten-footdeep Side Street Facade Zone.

Side Street Facade Zone

Side Street Setback/

A minimum of two parking spaces per
unit is required.

Parking

Front yard fences are a permitted
upgrade. Rear and side yard fences are
required for privacy. For additional
fencing guidelines, see the Landscape
Patterns section page D11 in this Pattern Book.

Fencing Recommendations

Eight percent of the buildable lot area
(Private, Front Facade, and Side Street
Facade Zones) shall be maintained as
open space.

Open Space Requirement

Porches and bay windows may encroach
up to two feet into both the Front Yard
and Side Street Setback Zones.

Encroachments

Illustrative plan of Cottage house placement on the lot

b
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5'

15'

5' 5'

10'

5'

Front Yard Setback
Zone

Front Facade Zone

Side Street Setback
Zone

Side Street
Facade Zone

Private Zone

Side Yard Setback
Zone

All structures shall be set back a minimum of five feet from the rear property
line.

Rear Yard Setback

Minimum five-foot setback from the
side street property line to the house.
The side street facade may be located
anywhere within the adjacent ten-footdeep Side Street Facade Zone. Garage
doors must face the rear lane right-ofway and are not permitted within the
Side Street Facade Zone.

Side Street Setback/
Side Street Facade Zone

community patterns

Meadow Lots

Minimum five-foot setback from the
side property line.

Side Yard Setback

Minimum five-foot setback from the
front property line to the house. The
front facade of the house may be located
anywhere within the adjacent 15-footdeep Front Facade Zone.

Front Yard Setback/
Front Facade Zone

Meadow lots are approximately 40 feet
wide by 100 feet deep. Corner lots are
approximately 45 feet wide.

Lot Size

Meadow Lots – General Conditions

Plan of Meadow zones and setbacks

5'

Rear Yard Setback
Zone

Garages shall be set back a minimum of
five feet as required under Rear Yard
Setbacks. If the design includes a parking pad, garages shall be set back a
minimum of 18 feet from the rear lane
right-of-way. A minimum of two parking spaces per unit is required.

Garage Requirements

Porches and bay windows, if included,
must be located within the Front Facade
Zone.

Encroachments

Illustrative plan of Meadow house placement on lot

Open Space Requirement

Fifteen percent of the buildable lot area
(Private, Front Facade, and Side Street
Facade Zones) shall be maintained as
open space.

Fencing Recommendations

Front yard fences are a permitted
upgrade. Rear and side yard fences are
required for privacy. For additional
fencing guidelines, see the Landscape
Patterns section page D11 in this Pattern Book.

b

7

© 2005 ur ban de sign asso ciate s

5'

Side Street Setback
Zone

Side Street Facade
Zone

Side Yard Setback
Zone

Private Zone

Porches and bay windows, if included,
must be located within the Front Facade
Zone.

Minimum five-foot setback from the
side property line.

community patterns

Valley Lots

Encroachments

Side Yard Setback

Rear Yard Setback

All structures shall be set back a minimum of five feet from the rear property
line.

Minimum five-foot setback from the
side street property line to the house.
The side street facade may be located
anywhere within the adjacent ten-footdeep Side Street Facade Zone.

Side Street Facade Zone

Side Street Setback/

Minimum ten-foot setback from the
front property line to the house. The
front facade of the house may be located
anywhere within the adjacent 15-footdeep Front Facade Zone.

Front Yard Setback/
Front Facade Zone

Valley lots are approximately 50 feet
wide by 100 feet deep. Corner lots are
approximately 55 feet wide.

Lot Size

Valley Lots – General Conditions

Plan of Valley zones and setbacks

Front Yard Setback
Zone

10'

15'

10'

5'

Front Facade Zone

5' 5'

Rear Yard Setback
Zone

Front yard fences are a permitted
upgrade. Rear and side yard fences are
required for privacy. For additional
fencing guidelines, see the Landscape
Patterns section page D11 in this Pattern Book.

Fencing Recommendations

Garages shall be set back a minimum of
five feet as required under Rear Yard
Setbacks. If the design includes a parking pad, garages shall be set back a minimum of 18 feet from the rear lane
right-of-way. Pad parking is permitted
adjacent to garages. A minimum of two
parking spaces per unit is required.

Garage Requirements

Fifteen percent of the buildable lot area
(Private, Front Facade, and Side Street
Facade Zones) shall be maintained as
open space.

Open Space Requirement

Illustrative plan of Valley house placement on lot

b
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Side Yard Setback
Zone

Side Yard Setback
Zone

Front Facade Zone

5'

Rear Facade Zone

Front Yard Setback
Zone

5' 5'

Rear Yard Setback/Rear Facade Zone

Front Yard Setback/
Front Facade Zone

community patterns

Preserve Lots

No encroachments are permitted including sheds, pools, hot tubs, and mechanical equipment.

Encroachments

All structures shall be set back a minimum of ten feet from the rear property
line. The rear-facing facade of the house
may be located anywhere within the
adjacent ten-foot-deep Rear Facade
Zone.

Minimum five-foot setback from the
side property line.

Preserve lots are approximately 55 feet
wide by 100 feet deep.

Minimum ten-foot setback from the
front property line to the house or any
ancillary structure greater than 300
square feet. The street-facing facade of
the house or structure may be located
anywhere within the adjacent ten-footdeep Front Facade Zone.

Side Yard Setback

Lot Size

Preserve Lots – General Conditions

Plan of Preserve zones and setbacks

5'

10'

10'

10'

10'

Rear Yard Setback
Zone

Fifteen percent of the buildable lot area
(Private, Front Facade, and Rear Facade
Zones) shall be maintained as open
space.
Accessory Unit (Carriage House)

An accessory unit is permitted over the
garage. A minimum of one additional
off-street parking space is to be provided
for the accessory unit.

Fencing Recommendations

Although not required, front yard fences
or walls are encouraged as a permitted
upgrade for all Preserve lots. For additional fencing guidelines, see the Landscape Patterns section page D11 inthis
Pattern Book.

Open Space Requirement

Garage doors shall face parking courtyards. Driveways shall be a maximum of
11 feet wide within the Front Yard Setback and Front Facade Zones.

Garage Requirements

Illustrative plan of Preserve house placement on lot

b
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Side Street Setback/
Side Street Facade Zone

A minimum five-foot setback from the
side street property line to the unit. The
side street facade may be located anywhere within the adjacent fifteen-footdeep Side Street Facade Zone.
Rear Yard Setback

All structures shall be set back a minimum of five feet from the rear property
line. All structures shall also be set back
a minimum of 15 feet from the centerline of driving lanes.

Front Yard Setback/
Front Facade Zone

Minimum five-foot setback from the
front property line to the unit. The front
facade of the unit may be located anywhere within the adjacent fifteen-footdeep Front Facade Zone.

Side Yard Setback

Since the units are multi-family, there is
no required side yard setback. See side
street setback requirements for regulations concerning corner units.

community patterns

Condominiums/Flats

The site designated for condominiums
& flats in Rancho Cañada Village is
located in the northeast portion of the
site near Entry Street A. Buildings will
be two- to three-stories, designed in the
Monterey Revival style, and arranged on
the site to create a series of courtyard
and garden spaces as a shared public
address. Walkways and passages will link
the courts and gardens to surface parking
areas. More private common areas are
located between the parking areas and
the buildings. Flats over garages are
encouraged.

Condominiums/Flats – General Conditions
Front yard fences are a permitted
upgrade. Rear and side yard fences are
required for privacy. Privacy fencing is
also required around recycling and trash
areas. Screening from ground-level view
shall be placed on all sides and shall be
of the same finishing material used on
the principal building.

Buildings must be a minimum of ten
feet apart.

See Section 3.5.4 Parking Requirements
in the Rancho Cañada Village Specific
Plan.

Parking Requirements

Porches and bay windows, if included,
may encroach up to two feet into both
the Front Yard and Side Street Setback
Zones.

Encroachments

Fencing Requirements

Minimum Building Spacing

Illustrative view of Condominiums

b
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In addition to required perimeter setbacks, parking areas, and driving lanes,
Condominium/Flat parcels have a 15%
open space requirement.

Open Space Requirements
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Attached Single-Family
Residential

Single-Family Residential

Single-Family Residential

Single-Family Residential

Single-Family Residential

Townhouse Lots

Cottage Lots

Meadow Lots

Valley Lots

Preserve Lots
55'

50' to 55'

40' to 45'

30' to 35'

18' to 30'

Width

100'

100'

100'

80'

80'

Depth

Lot Size (approx.)

10' to 20'

10' to 25'

5' to 20'

5' to 15'

5' to 15'

Front

community patterns

Summary of Lot Specifications

Uses

Lot Type

n/a

5' to 15'

5' to 15'

5' to 15'

5' to 10'

5'

5'

5'

4'

n/a

Side Yd.

Setbacks
Side St.

10' to 20'

5' min

5' min

5' min

5' min

Rear

2 Spaces min.

2 Spaces min.

2 Spaces min.

2 Spaces

2 Spaces

Off-Street Parking

None permitted

None permitted

b
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Porches and/or Bay Windows, 2' into the Front Yard
and Side Street Setback Zones

Porches and/or Bay Windows, 2' into the Front Yard
and Side Street Setback Zones

Porches and/or Bay Windows, 2' into the Front Yard
and Side Street Setback Zones

Encroachments
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architectural patterns

Overview

Central Coast Craftsman

Carmel Valley Farmhouse

Monterey Revival

ter and detail.

c

1

cost constraints while providing, at a minimum, a consistent quality of charac-

a menu of options for designing houses in response to market demands and

toric reproductions. The style pages and the illustrated details are meant to be

that are appropriate to the Rancho Cañada Village context, not to design his-

to the particular style. The goal is to design within specific families of styles

combinations of components are permitted so long as they generally conform

possibilities based on pattern book components. Variations or other alternative

and characteristics, typical porch types and details, and, finally, materials and

types, standard door and window compositions, window and door proportions

style followed by several pages that document key massing types and eave

Each style section begins with an overview and general description of the

rather to serve as a guide to the key components within a particular style.

used is not intended to be a comprehensive catalog of all possibilities, but

creating well-defined variations among houses and buildings. The approach

provides detailed guidelines for designing within the prescribed styles while

styles – each of which has special architectural characteristics. This section

ments and design strategies for the three permitted traditional architectural

t h e a r c h i t e c t u ra l pat t e r n s s e c t i on illustrates key ele-

Architectural Patterns Overview
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Asymmetrical window and door composition and a mix of siding materials are appropriate to the style.

architectural patterns

Central Coast Craftsman

Deep, broad porch elements and high contrast color are characteristics
of the Central Coast Craftsman style

Pitched roofs with deep
overhangs.
Deep, broad porch elements with
expressive structural components.
Exposed structural elements in the
eaves such as rafters and brackets.
A mixture of materials such as
stucco, shingles, and siding.
Asymmetrical window and
door compositions.

1

2

3

4

5

Essential Elements of the
Central Coast Craftsman

Simple forms with exposed structural members and deep overhangs are typical.

metal roofing and shingled roofs.

cladding elements. This style also may include unpainted

patterns, and a mix of stucco and siding materials are key

Horizontal siding, square and shaped shingle siding

this image and detail.

c

ganged or paired. Exposed eave brackets on roofs and porches contribute to

2

ments. Windows in this style tend to be vertical in proportion and are typically

body and trim details. Forms are simple and reflect dimensioned lumber ele-

tant to this style and should be reflected in the use of high contrast color for

as influences from the Arts & Crafts movement. A coastal character is impor-

architectural elements including the Prairie, Japanese, and Swiss styles, as well

ple, structural expression of porch and eave elements using a vocabulary of

For houses in Rancho Cañada Village, the emphasis in this style is on sim-

architecture.

century, was influenced by both the Arts & Crafts movement and Japanese

The California Craftsman house, which emerged in the beginning of the 20th

stone and brick or stucco accents and were painted in robust color palettes.

cabinet work. House exteriors were clapboard or shingle siding mixed with

tels, and porch elements. The floor plans were generally open with built-in

exposed or expressive structural elements such as rafters, columns, beams, lin-

enced by the Arts & Crafts movement. California versions are characterized by

fornia and Monterey County. Many regional builders constructed houses influ-

unique qualities of the Craftsman tradition found throughout northern Cali-

c e n t ra l c oas t c ra f t s m a n ho u s e s are derived from the

History & Character

Illustration of Craftsman house from 500 Small Houses of the Twenties
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1/5
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Two-Story Basic

Central Coast Craftsman

A

Illustrative Massing Diagrams

1/3

1/2

1/3

18'–24'

1/3

28'–36'

2/3

24'–32'

1/2

Two-Story Wide
Gable-L

18'–24'

F

Illustrative Massing Combinations

Side-gabled rectangular volume with
roof pitch of 5 to 7 in 12. One-story,
gabled front porches are typically placed
to one side. Porches are most often a

E Two-Story Basic

Side-gabled volume with a roof pitch of
5 to 7 in 12. Gable or shed dormers are
typically found on the facade facing the
street. This massing includes an integral
front porch within the main massing.

D One-and-One-Half-Story Side
Gable with Integral Porch

Cross-gabled volume with a 5 to 7 in 12
gable facing the street. Cross gable has a
lower slope. The width of the gable facing the street is typically one-half to
two-thirds that of the main body. This
massing includes an integral front porch.

C One-and-One-Half-Story Gable-L
with Integral Porch

Front-facing gable volume with a 5 to 7
in 12 projecting gabled wing. The width
of the gable facing the street is typically
one-half to two-thirds the width of the
main body. Porches are often one bay
wide, can be either shed roof or frontfacing gable, and typically have a shallower roof pitch.

B Two-Story Narrow Gable-L

Hipped or front-gabled rectangular volume. Hip roof pitch is typically 5 to 7 in
12 and gable roof pitch is 6 to 8 in 12.
Gabled or hipped front porches are common and have a shallower roof pitch.
Porches may be either additive or a single integral bay.

A Two-Story Front Gable

Massing

Two-Story Wide Gable-L

c

3

Complex forms and larger living spaces
may be created by combining side and/or
rear wings with the main body. Gabled
or shed dormers may be added to introduce light into half-story and attic
spaces. The architectural character of the
attached parts should match that of the
main body. Wings must also conform to
all setback requirements (see Community
Patterns).

Combinations

Central Coast Craftsman facade composition is characterized by an asymmetrical but balanced placement of doors and
windows. Standard windows most often
occur paired.

Facade Composition

Cross-gabled volume with a 5 to 7 in 12
gable facing the street. Cross gable can
have a lower slope. The width of the
gable facing the street is typically half
that of the main body for houses up to
32 feet wide and two-fifths that of the
main body for houses 36 feet or more.
This massing accommodates a variety of
porch options, often with a gable
emphasizing the entrance.

F

minimum of two-fifths the length of the
main body, and, occasionally, the entire
length of the front facade. Porches typically have a shallower roof pitch than the
main roof.

Massing & Composition
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28'–32'

22'–32'

22'–28'

18'–22'

Attached Houses

18'–22'

28'–32'

28'–32'

architectural patterns

Central Coast Craftsman

Possibilities

18'–22'

28'–36'

26'–32'

26'–32'

stucco finish to match house color.
or prefinished metal. PVC is also acceptable in a color that matches the trim.
Fascia gutter also permitted.
primed or prefinished metal. PVC is also
permittedin a color that matches the
trim or stucco.

Downspouts: Rectangular or round

Front Yard Fences: Wood is to be white;
Gutters: Ogee or half-round primed

c

4

Note: A color palette has been adopted
and is available through the town architect.

Gutters and Downspouts: Match trim

color.

selected from the Rancho Cañada Color
Palette.

Roof Shingles: Natural shake color, or

trim color (see the Rancho Cañada
Color Palette).

Windows: White or sashes to match

Siding and Trim: Colors to be selected
from the Rancho Cañada Color Palette.

Colors

Rear Yard Fences: Cedar, redwood, or
masonry with stucco finish (if applicable). Vinyl and pressure treated wood are
also permitted.

masonry with stucco finish. Vinyl picket
also permitted.

Front Yard Fences: Wood, stone, or

stone veneer, or siding to match house.

Chimneys: Stucco, brick, manufactured

Shutters: Not applicable.

rafters at soffits with starter board or
v-groove sheathing; T&G wood, beaded
plywood, exterior-grade plywood, or
stucco porch ceiling.

Soffits and Porch Ceiling: Exposed

composite.
Railings: Wood top and bottom rails
with square balusters; solid railings of
wood, fiber cement, or cut shingle siding
or manufactured stone veneer.

Columns/Brackets: Wood or

Trim: Stucco, wood, composition board,
cellular PVC, or polyurethane.

energy-efficient wood, PVC-clad, cellular
PVC, aluminum-clad, aluminum, or
vinyl with traditional-looking profiles.

Windows: Single- or double-hung,

concrete tile, standing seam, or 5v crimp
metal.

Roofing: Composition shingles, flat

stucco. Lace finish not permitted.

Siding: Fiber-cement clapboard and/or

Materials

Materials, Colors, & Possibilities
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Simple trim, exposed rafters, and gable roofs are
characteristics of the Carmel Valley Farmhouse style.

architectural patterns

Carmel Valley Farmhouse

The Carmel Valley Farmhouse style incorporates simple massing
and deep porches .

Pitched front or side-facing
gable roofs with exposed
rafters.
Deep porches with simple
detailing.
Board and batten or vertical
siding.
Vertical proportions for
windows and doors.
Box bay and ganged windows.

1

2

3

4

5

Essential Elements of
Carmel Valley Farmhouse

Board and batten siding and ganged windows are typical.

with plank shutters.

c

5

vertical in proportion, have divided panes, and are used singly, or ganged, often

predominant, and roofs are covered in wood shakes or shingles. Windows are

elements on roofs and porches and simple trim. Board and batten siding is

details from the best examples of vernacular architecture, with exposed eave

on simple, elegant forms to create more informal houses. This style utilizes

The Carmel Valley Farmhouse style at Rancho Cañada Village is centered

construction, the use of porches, and functional but picturesque houses.

Downing publications in the mid 1800s, emphasizing vertical siding, simple

exposed rafter tails. These elements were influenced by Andrew Jackson

and details, and a fairly low-pitched overhanging roof form, often with

Californian regional form, which utilized board and batten, simple massing

architecture, both Victorian and Carpenter Gothic in style, was adopted with a

examples of cottage architecture as well as local rural architecture. Cottage

t h e c a r m e l va l l e y fa r m ho u s e s t y l e builds on regional

History & Character

Early Carpenter Gothic cottage from The Architecture of
Country Houses by A.J. Downing
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Carmel Valley Farmhouse
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1/2

22'–30'

18'–22'

1/2

1/3 1/3 1/3

B Two-Story Side Gable

1/3 1/3 1/3

Gable

A Two-Story Front

Illustrative Massing Diagrams

Illustrative Massing Combinations

Two-Story Front Gable

One-and-One- Half-Story Gable-L

Two-Story Cross Gable

Two-Story Gable-L

Two-story rectangular volume with
pitched roof and a front gable which can
extend beyond the front facade. Front
gables are limited to 14 feet in width.
The roof pitch is typically 6 to 10 in 12.
A one-story front full or wraparound
porch with shed roof is most common.

F

Two-story rectangular volume, with centrally-intersecting gable roofs. Frontfacing gable roof pitch is typically 6 to
10 in 12, side-facing gable may be
shallower. One-story full-length or
wraparound front porch with shed roof.

E

One and one half-story rectangular volume with pitched roof and a front gable
extending beyond the main body. Front
gables are limited to 14 feet in width.
The roof pitch is typically 6 to 10 in 12.

D

Rectangular volume, often with a
steeply-pitched, gabled dormer on the
side facade. Front gable roof pitch is typically 6 in 10 to 12 in 12.

C One-and-One-Half-Story
Front Gable

Rectangular volume with 6 to 10 in 12
roof pitch and gable facing the side.
One-story partial, full, or wrapping front
porch with shed roof is common.

B Two-Story Side Gable

Rectangular volume with 6 to 10 in 12
roof pitch and gable facing the street.
One-story partial, full, or wrapping front
porch with shed roof is common.

A

Massing

c

6

Complex forms and larger living spaces
may be created by combining side wings
and/or rear wings with the main body.
Gabled dormers may be added to introduce light into half-story and attic
spaces. The architectural character of the
attached parts should match that of the
main body. Wings must also conform to
all setback requirements (see Community
Patterns).

Combinations

The facade composition is characterized
by a symmetrical and balanced placement of doors and windows in regularly
spaced bays that reflect the bays of the
porch and projecting wings.

Facade Composition

Massing & Composition
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architectural patterns

22'-30'

18'-22'

28'-32'
18'-22'

28'-32'

28'-32'

22'-30'

18'-22'

28'-32'

28'-32'

22'-30'

Carmel Valley Farmhouse

Possibilities

Roofing: Composite shingles or flat con-

plank, in wood or composite material, or
a colored vinyl.

Shutters: Raised or flat paneled, or

Downspouts: Round primed or prefinished metal. PVC is also permittedin a
color that matches the trim.

ished metal. PVC is also acceptablein a
color that matches the trim. Fascia gutter also permitted.

Gutters: Half-round primed or prefin-

Soffits and Porch Ceiling: Fiber-cement
board, plaster, T&G wood, beaded plywood, or exterior-grade plywood.

Railings: Wood top and bottom rails
with straight, turned, or scroll cut balusters.

composite.

Columns: Turned or built-up wood, or

Trim: Wood, composition board, cellular
PVC, or polyurethane.

energy-efficient wood, PVC-clad, cellular
PVC, aluminum-clad, aluminum or vinyl
with traditional wood profiles.

Windows: Single- or double-hung,

c

7

and is available through the town architect.

Note: A color palette has been adopted

or match trim color.

Front Yard Fences: Wood is to be white

Shutters: Black or a color selected from
the Rancho Cañada Color Palette.

color.

Gutters and Downspouts: Match trim

Roof: Black, dark gray, or brown.

Siding, Windows, and Trim: Colors to
be selected from the Rancho Cañada
Color Palette.

Colors

Vinyl and pressure-treated wood are also
permitted.

Rear Yard Fences: Cedar or redwood.

prefinished metal, or stone. Vinyl picket
also permitted.

veneer.
Front Yard Fences: Wood picket,

cement clapboard.
crete tile.

Chimneys: Manufactured stone or brick

Siding: Board and batten, wood or fiber-

Materials

Materials, Colors, & Possibilities
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Many Monterey Revival houses possess a one-story projecting
front wing to create a screened front yard.

architectural patterns

Monterey Revival

The Monterey Revival style can incorporate a variety of siding
materials.

Simple, straightforward volumes,
sometimes with a gable wing facing
the street.
Shallow sloped roofs, either hip or
gable, with shingles and tile.
Simplified versions of Colonial
windows and doors in an eccentric
arrangement.
Multi-pane windows that are wide in
proportion, usually with 4 over 4 or
6 over 6 pane patterns.

1

2

3

4

Essential Elements of the
Monterey Revival

Second-story porches and recessed doorways are typical.

materials, in texture and color, and in austere simplicity.

sunlight and cool shadows (light and shade), in the use of

c

porches added. The style’s fundamental charm lies in the contrast of warm

tial characteristics of simple massing types with added balconies and front

8

Monterey Revival buildings in Rancho Cañada Village build on the essen-

hipped and were covered with clay tiles or cut wooden shingles.

exposed rafters and joists. The roofs had a very shallow pitch either gabled or

from New England carpentry techniques and added a rustic timber porch with

and 1860. These houses used Colonial window and door detailing borrowed

style emerged from the Monterey adobe precedents that date between 1815

tions, especially main street commercial buildings. The early genesis of this

of the style and building type began to find their way into more urban loca-

ronment rather than an urban house or building type. Over time, the elements

looked to older California house types that began in a more open ranch envi-

ish architectural forms throughout the region. The Monterey Revival style

revival started around 1925 in the midst of a very popular renaissance of Span-

thirties along the Northern California coast centered in Monterey. The first

t h e mon t e re y re v i va l s t y l e emerged during the twenties and

History & Character

Architect’s rendering of Monterey Revival design in Pencil
Points magazine, 1925
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Illustrative Massing Diagrams
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One-Story Front Wing

E Two-Story Basic with

Illustrative Massing Combinations

Rectangular volume with a one-story, 4
to 6 in 12 hipped or gabled wing facing
the street. Inset porches are common in
this massing type, however a single-bay
shed porch can also be used.

E Two-Story Basic with One-Story
Front Wing

Rectangular volume with a 4 to 6 in 12
roof pitch and gable or hip parallel to the
street. Second floor, full-front projecting
balconies or two-story full-front porches
are encouraged with this massing.

D Two-Story Basic

Cross-gabled volume with a 4 to 6 in 12
gable or hip facing the street. The width
of the bay facing the street is typically
two-fifths that of the main body. Cantilevered balconies are encouraged.

C Two-Story Gable-L

Two-story main body, gable or hip roof
facing the street with a 4 to 6 in 12 roof
pitch. A two-story wing projects forward
from the main body toward the street.

B Two-Story Narrow Gable-L

Two-story rectangular form with a 4 to 6
in 12 gabled roof pitch facing the street.
A variety of porch and balcony options
exist for this massing type.

A Two-Story Front Gable

Massing

c
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Complex forms and larger living spaces
may be created by combining side and/or
rear wings with the main body. The
architectural character of the attached
parts should match that of the main
body.

Combinations

In Monterey Revival houses, most of the
character is derived from a good use of
proportion and spare, well-placed use of
ornament. Although windows and doors
are often placed asymmetrically, the
overall composition is balanced.

Facade Composition

Massing & Composition
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32'–40'

32'–40'

32'–40'

Attached Houses

18'-22'

22'–32'

architectural patterns

Monterey Revival

Possibilities

18'-22'

32'–40'

18'-22'

22 '–32'

32'–40'

32'–40'

22'–32'

Windows: Sashes and frames to be

or plank, in wood or composite material
or a colored vinyl.

Shutters: Raised or flat panel, louvered,

Downspouts: Round metal or PVC.

cia gutter also permitted.

Gutters: Half-round metal or PVC. Fas-

c

10

Note: A color palette has been adopted
and is available through the town architect.

Walls/Fencing: Stucco to match house
body. Wrought iron to be matte
brown/black, rust red, or antiqued black.

stucco.

Downspouts: Match color of stucco.
Exterior Ceilings: Plank and beam or

Gutters: Match color of eaves.

bright, pure paint colors (refer to the
Rancho Cañada Color Palette).

Trim/Shutters: Dark stain or paint; or

dark stain or paint; or bright, pure
paint colors (refer to the Rancho Cañada
Color Palette).

sheathing.

Eaves: Starter board or v-groove

with square or turned balusters.

Railings: Wood top and bottom rails

metal with a wrought iron appearance,
wood, or corbelled plaster with metal
railings.

Balconies: Wrought-iron, solid-stock

Roof Tiles: Variegated colors.

Stucco: White, ivory, buff, or tan (refer
to the Rancho Cañada Color Palette).

Columns: Wood or composite.

Colors

Rear Yard Fences: Cedar or redwood, or
masonry with stucco finish. Vinyl and
pressure-treated wood are also permitted.

finish, wrought iron accents permitted.
Wrought iron or aluminum also permitted.

Front Yard Fences: Masonry with stucco

Chimneys: Stucco.

ment, and picture units, energy-efficient
wood, PVC clad, aluminum-clad, cellular
PVC, aluminum or vinyl with traditional
wood profiles.

Windows: Single or double-hung, case-

profile, multiple stacked tile at eaves.
Architectural asphalt shingle also
permitted.

Roofing: Concrete tile in flat or barrel

wood or fiber-cement clapboard. Lace
finish not permitted.

Siding: Stucco and optional second floor

Materials

Materials, Colors, & Possibilities
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Illustrative landscape plan

Illustrative section through front yard

landscape patterns

Landscape Patterns Overview

Priority planting areas

Examples of native plants

Front Yard Landscape

Side Yard Landscape

Lane Landscape

plant species found on page D13.

d

their houses while adhering to the list of prohibited non-native or invasive

Homeowners are encouraged to express their creativity in landscaping around

indicated in the drawing (above left). Back yards, typically, are sold as dirt.

The landscape patterns presented apply to front and side yards only, as

and a list of prohibited non-native or invasive plant species.

elements, including front yard fences and walls, rear yard fences and screens,

are also illustrated. The section ends with upgrade guidelines for landscape

1

scape principles for specific conditions, e.g., Condominiums/Flats and Lanes,

standard planting requirements. Permitted upgrades are also included. Land-

Cañada Village block. Each landscape theme is then described in detail with

by the treatment of public street edges on private lots within a typical Rancho

This section begins with a description of front yard landscaping followed

Rancho Cañada Village, the front yard landscapes will reflect this tradition.

is a mix of perennials, succulents, native shrubs, and ornamental trees. At

perimeter to create and beautify public street edges. Typically, behind this edge

hardscape materials. Hedges, fences, and walls often mark the front yard

Attractive landscapes in nearby communities contain a range of plant and

towards native plants which require little or no irrigation.

the region drove the focus of the Rancho Cañada Village landscape palette

sic border garden. Regardless of landscape style, limited water availability in

texture. The Craftsman landscape represents a more formal image of the clas-

house landscapes provide a diverse mixture of flower plantings for color and

reflect the coastal influence of the region’s exotic and arid landscape. Farm-

man, Farmhouse, and Monterey) prevalent in the region. Monterey landscapes

design strategies for private lots in three distinct landscape themes (Crafts-

t h e l a n d s c a p e pat t e r n s s e c t i on illustrates key elements and

Landscape Patterns Overview
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Ornamental shrubs, groundcovers, and perennials

Lawn

Bark

•

•

•

landscape patterns

Front Yard Landscapes

Shade tree or ornamental tree

•

Note: Refer to individual landscape style pages for
specific planting requirements.

Property line articulation with walls, fences, or hedges
Stepping stones

•

Standard garden planting plus extended garden area

Decorative brick edge and exposed aggregate concrete patio

Stone walkway or stepping stones to side garden

•

•

•

Brick or stone entry walk

•

Concrete walks and patios

•
•

Permitted Landscape Upgrades

Standard Landscape Requirements (Qualities are listed on pages D4, D5, and D6)

Cañada Village Specific Plan, Section 6.2).

d

2

Services District (CSD) and/or the Homeowners Association (per the Rancho

homeowners have taken over, will be the responsibility of the Community

wood fences, and walls. Ongoing enforcement of landscape requirements, after

An expanded palette of materials is included, such as brick and stone pavers,

to expand the gardens with more plantings, thereby reducing the lawn areas.

lation to better define private landscapes from the public sidewalks as well as

Permitted upgrades are intended to provide enhanced property line articu-

bordered by lawn areas along the public sidewalks.

pages. Each garden has a basic planting scheme with simple concrete walks

man. Individual requirements for each garden are illustrated on the following

earlier, there are three landscape types – Monterey, Farmhouse, and Crafts-

ornamental), ornamental shrubs, groundcovers, and perennials. As mentioned

The standard landscape plan for the front yard includes a tree (shade or

on corner lots, thus extending the front yard landscape around the house.

standard for planting in the front yard, and, where applicable, for the side yard

Each home in Rancho Cañada Village will be required to meet a minimum

Front Yard Landscapes
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Permitted upgraded Farmhouse landscape

Permitted upgraded Craftsman landscape

landscape patterns

Front Yard Landscape Styles

Standard Farmhouse landscape

Standard Craftsman landscape

Permitted upgraded Monterey landscape

Standard Monterey landscape

Revival homes.

d

extension of the house. This style of garden is recommended for Monterey

3

to the sky are typical in the private areas and are used as outdoor rooms and an

vate entry courtyard which is a hallmark of this garden type. Courtyards open

design emphasizing the entry to the house. Walls and gates can define a pri-

als, and succulents. These compositions can be symmetrical or informal in

trees, are typically set in the ground plane plantings of groundcovers, perenni-

exotic plantings in a courtyard setting. Vertical plantings, such as flowering

The Monterey landscape will reflect the coastal climate with a mix of arid and

The Monterey Landscape

selected Central Coast Craftsman houses.

most appropriate for the Carmel Valley Farmhouse style houses as well as

by a mix of colors, layered with a variety of texture. This landscape style is

shrubs and small flowering trees as accents. These landscapes are characterized

front yards. Plantings are primarily perennials with a scattering of ornamental

upgrades, such as picket fences, arbors, and trellises can define entries and

The Farmhouse landscape is the most prevalent in the region. Permitted

The Farmhouse Landscape

Central Coast Craftsman houses.

include groundcovers and perennials. This style of garden is recommended for

hedges. Ornamental shrubs and small trees are used as accents; plant palettes

edges of the garden and the more natural landscape patterns beyond the

organized. As is typical of English border gardens, hedges formally define the

Another regional landscape type, the Craftsman style is more formal and

The Craftsman Landscape

ally reflect the rich landscape traditions of the region.

standard version and with permitted upgrades. These landscape styles gener-

Three landscape styles have been developed for Rancho Cañada Village in a

Landscape Styles
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Permitted upgraded landscape with hedge

Permitted upgraded landscape with hedge and wall

landscape patterns

Landscape Patterns – Craftsman Landscapes

Permitted upgraded landscape at corner lot

Standard Craftsman landscape plan

• One shade tree or one ornamental
tree per front and side street yards.
• Ornamental shrubs shall be provided
for 25 % of the area.
• Groundcovers shall be provided for a
maximum of 25 % of the area.
• A mixed palette of succulents and
perennials shall be provided for 15 %
of the area.

Standard Landscape Requirements

Craftsman gardens are historically more
architectural in character and considered
somewhat of a work of art that celebrates
nature. These gardens have formal
touches and are highly organized, but are
tempered with a soft, natural landscape
palette for variety and year-round beauty.
Graceful and characterized by a careful
and gradual transition from house to
garden, gardens of this type are often
created to be garden rooms defined by
walls, trellis screens, hedges, or an allée
of trees.
The formality of these gardens is usually greatest near the house, graduating
to a more informal type of garden further out. Architectural elements are
common, especially the use of pergolas
or other features to extend the house
into the garden. Rich paving materials,
planters, planted courtyards, or formal
lawns bordered by more informal plantings are common. In these gardens, a
mix of ornamental plantings are balanced by a respect for native landscape
materials.
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• Property Line Articulation – Walls or
hedges to define public edges and private gardens.
• An 18-inch planting strip may be
provided between the sidewalk and
wall, fences, or hedges. This area
should be planted with groundcovers
and perennials.
• Hedge rows are permitted for this
garden type along the property line or
above the wall; plantings shall have a
maximum hedge height of 42 inches.
• Ornamental shrubs to frame entryways and accent corners, not including the hedge row, shall be provided
for a maximum of 25 % of the ground
plane area.
• Groundcovers shall be provided for a
maximum of 25 % of the ground
plane area.
• The balance of the ground plane area
shall be a mixed palette of succulents
and perennials.

Permitted Upgraded Landscape
Options

• The balance of the front yard can be
lawn from the planting beds to the
edge of the public walkway. Per Monterey County regulations, 20% of the
planted area, not to exceed 1,500
square feet per lot, is permitted to be
irrigated.
• Front yard zones and side yard zones,
where applicable, shall be irrigated.

Craftsman Landscapes
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Permitted upgraded landscape with fence

Permitted upgraded landscape with fence and arbor

landscape patterns

Landscape Patterns – Farmhouse Landscapes

Permitted upgraded landscape at corner lot

Standard Farmhouse landscape plan

• One shade tree or one ornamental
tree per front and side street yards.
• Ornamental shrubs shall be provided
for 25 % of the area.
• Groundcovers shall be provided for a
maximum of 20 % of the area.
• A mixed palette of succulents and
perennials shall be provided for 15 %
of the area.
• The balance of the front yard can be
lawn from the planting beds to the
edge of the public walkway. Per Monterey County regulations, 20% of the
planted area, not to exceed 1,500
square feet per lot, is permitted to be
irrigated.
• Front yard zones and side yard zones,
where applicable, shall be irrigated.

Standard Landscape Requirements

Farmhouse gardens are the most prevalent landscape style found in the region.
Sometimes defined as country gardens,
these landscapes are the most diverse in
style and planting palette. By definition,
they are the essence of informality, ease,
and individual expression.
Permitted upgrades include picket
fences, arbors, and trellises and are informal in layout and plan. Plantings include
a host of perennials and flowering
shrubs.
These gardens are all about color and
layers of texture and form. Just as the
plantings are diverse, garden furnishings
and materials can offer a wide variety
from antique to country chic.
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• Property Line Articulation – Fences,
walls, or hedges to define public edges
and private gardens.
• An 18-inch planting strip may be
provided between the sidewalk and
wall, fences, or hedges. This area
should be planted with groundcovers
and perennials.
• Ornamental shrubs may be provided
for 25 % plus of the ground plane
area.
• Groundcovers may be provided for a
maximum of 25 % of the ground
plane area.
• The balance of the ground plane area
may be a mixed palette of succulents
and perennials.
• Arbors, trellises, and entry gates are
encouraged for homes with cottage
landscapes.

Permitted Upgraded Landscape
Options

Farmhouse Landscapes
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Permitted upgraded landscape with wall

Permitted upgraded landscape with courtyard

landscape patterns

Landscape Patterns – Monterey Landscapes

Permitted upgraded landscape at corner lot

Standard Monterey landscape plan

• One shade tree or one ornamental
tree per front and side street yards.
• Ornamental shrubs shall be provided
for 35 % of the area.
• Groundcovers shall be planted for a
maximum of 20 % of the area.
• A mixed palette of succulents and
perennials shall be provided for 15 %
of the area.
• The balance of the front yard can be
lawn from the planting beds to the
edge of the public walkway. Per Monterey County regulations, 20% of the
planted area, not to exceed 1,500
square feet per lot, is permitted to be
irrigated.
• Front yard zones and side yard zones,
where applicable, shall be irrigated.

Standard Landscape Requirements

Monterey landscapes are typical of the
area and best represent the variety of the
coastal landscape palette. These gardens
usually have distinct courtyard garden
entries. Courtyards open to the sky are
typical in the private areas and are used
as outdoor rooms and an extension of
the house. Plant materials are wideranging, from succulents for texture to
exotics for color, form, and accent. These
gardens generally soften the architecture
of the house with the use of flowering
vines and textured plantings. The style
can be formal or informal. Garden furnishings and materials are usually soft
and more natural in character with
plenty of color and texture.
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• Property line articulation – Fences,
walls, or hedges to define public edges
and private gardens.
• An 18-inch planting strip may be
provided between the sidewalk and
wall, fences, or hedges. This area
should be planted with groundcovers
and perennials.
• Ornamental shrubs may be provided
for 40 % plus of the ground plane
area.
• Groundcovers may be provided for a
maximum of 30 % of the ground
plane area.
• The balance of the ground plane area
may be a mixed palette of succulents
and perennials.
• If courtyard entry paving is desired,
maximum paved area shall be 25 %.
Screen walls and gates are encouraged; maximum height shall be 48
inches.

Permitted Upgraded Landscape
Options

Monterey Landscapes
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landscape patterns

Landscape Patterns – Shared Courtyard Elements

permitted upgrade.

d

yards with landscaping. Garden elements such as fountains and planters are a

These areas are best defined as gardens and will be a mixture of paved court-

and balconies will have plantings to define semi-public and private spaces.

7

The interior courtyards will be areas where private entries, porches, patios,

the context of the broader community.

a common court or gathering space provides a unique social experience within

fornia courtyard housing. The idea of a group of similar buildings centered on

The apartments of Rancho Cañada Village will be styled in the image of Cali-

Condominiums/Flats
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landscape patterns

Landscape Patterns – Lane Elements

Illustration of standard 48-inch-high lane screen fence

48 inches high,
50 % opacity

Permitted upgrade landscape elements

Permitted
Upgrade Hedgerow

d

Upgraded Fence
Foundation
Planting

Ground-cover in
Lane Right-of-Way

Foundation
Planting

8

Drought-tolerant groundcovers, shrubs,
and perennials are required at the base of
the fence. Trees are a permitted upgrade.
To maintain the required 20-foot clear
zone for emergency vehicles, the landscaping shall provide a 36-inch strip of
low-spreading grasses or groundcovers.

Permitted
Upgrade Shade Tree

Standard landscape elements

Standard
Side/Rear Yard
Fencing

Lanes will define the rear property lines
of each lot. The Rear Yard Setback Zone
shall be landscaped with a palette of
plantings to enhance the appearance of
lanes. A 48-inch-high screen fence along
the lane is required. This fence must
have a minimum of 50% opacity.

Lane Elements
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Gate detail

Gate detail

Illustrative picket fence elevation

Illustrative stone wall elevation

landscape patterns

Permitted Upgrades – Front Yard Fences & Walls

Stucco wall with gate

Picket detail

Illustrative stucco wall elevation

Stone wall

Front yard fences and walls are a permitted builder upgrade at Rancho Cañada
Village. When used, walls, fences, and
hedges up to a maximum of 36 inches
high will define the transition from the
street to the yard. Fences and walls
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should be consistent with the architectural style of the house. Materials shall
be selected from the permitted materials
lists in the Architectural Patterns section
of this Pattern Book.

Permitted Upgrades –
Front Yard Fences & Walls
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Typical rear yard fence

Lane with typical rustic fence

landscape patterns

Rear/Side Yard Fences & Screens

Rustic stucco screen fence

Solid rear yard fence

Rear yard entry off of alley

48 inches high,
solid

24 inches high,
50 % opacity
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six feet in height. The appearance can be
softened with vines and plantings. The
top two feet of fences are required to
have 50% opacity. Gates are permitted.
Arbors are a permitted upgrade.

Illustration of standard 72-inch-high rear/side
yard fence

Rear/side yard fences and screens are
required for privacy at Rancho Cañada
Village. Materials shall be selected from
the permitted materials list in the Architectural Patterns section of this Pattern
Book. Walls and fences shall be four to

Rear/Side Yard Fences & Screens
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5’

5’

5’

5’

5’

5’

The rear/side yard fence
on a corner lot must
return to the rear of the
main body of the house,
typical for all lot types.

Preserve Lots

Meadow and Cottage Lots

5’
5’

5’

15’

10’
5’

5’

landscape patterns

Front Yard Fence Zone

Front Yard Fence Line

Rear/Side Yard Fence Line

Rear/Side Yard Fence Zone

Lane Fence Zone

Permitted Fence Locations

Permitted Fence Locations

Valley Lots

Townhouse Lots

5’

5’

Condominiums/Flats

5’

5’

5’

5’

There are three different fence types in
Rancho Cañada Village: front yard,
rear/side yard, and lane. Each plays an
important role in the character of the
streets and lanes, making fence locations
critical.
The lot types in this plan have a set of
zones and lines that describe where each
fence type may be located. The zones
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have been made large enough to accommodate any landscaping or grading that
may be necessary and to ensure flexibility
in the location of returns. In the case of
rear/side yard fences at side streets, the
zone has been increased in depth to
allow the fence to return to the rear of
the main body of the house, wherever it
may be sited.

Permitted Fence Locations
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Stone paving

Porous concrete pavers with brick

Gravel

Exposed aggregate concrete paving

landscape patterns

Permitted Upgrades – Paving Surfaces

Typical brick paving pattern

Typical brick paving pattern

Concrete is the standard material for
surface paving. Ornamental paving is a
permitted upgrade. Entry landscapes
may be enhanced by the use of materials
including aggregate concrete, brick, or

d

stone. Homeowners can express their
individual preferences in the private,
interior gardens. Porous materials are
recommended to enhance drainage.

Permitted Upgrades – Paving Surfaces

12
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Bailey Acacia
Green Wattle
Blackwood Acacia
European beach grass
giant reed, arundo
hottentot fig (ice plant)
Pampas grass, Jubata grass
Pampas grass
cotoneaster
Cape ivy (Senecio) mikaniodes)
Rosea ice plant
Pride of Madeira
Panic Veldtgrass
Russian olive
red gum

landscape patterns

Lot Landscape Palette

Acacia baileyan
Acacia decurrens dealbata
Acacia melanoxylon
Ammophila arenaria
Arundo donax
Carpobrotus edulis
Cortaderia jubata
Cortaderia selloana
Cotoneaster spp.
Delairea odorata
Drosanthemum sp.
Echium candicans
Ehrharta erecta
Elaeagnus angustifolia
Eucalyptus camalsulensis

hibited from use in Rancho Cañada Village. These are listed here.

private lots. There are however, non-native and invasive plants which are pro-

Residents have the opportunity to express their creativity in the landscaping on

Plants Prohibited on Residential Lots

Eucalyptus globulus
Festuca arundinacea
Ficus carica
Foeniculum vulgare
Genista monspessulana
Hedera helix
Helichrysum petiolare
Mentha pulegium
Mesembryanthemum crystallinum
Myoporum laetum
Oxalis pes-carpe
Pennisetum clandestinum
Pennisetum setaceum
Phalaris aquatica
Ricinus communis
Robinia pseudoacacia
Rubus discolor
Schinus molle
Ulex europaeus
Vinca major
Vinca minor

blue gum
tall fescue
edible fig
wild fennel
French broom
English ivy
Licorice plant
pennyroyal
crystalline iceplant
Myoporum
Bermuda buttercup
Kikuyu grass
fountain grass
Harding grass
castor bean
Black locust
Himalayan blackberry
Peruvian pepper tree
Gorse
periwinkle
periwinkle

d

13

© 2005 ur ban de sign asso ciate s

